
Power Supplies - 288, 289, 787, 859 Series
For additional technical data, see INTERFACE ELECTRONIC Full Line Catalog or visit www.wago.com

EPSITRON® COMPACT Power
Low-profile, single-phase power supplies with 
wide input voltage range, as well as 12V and 
24V output voltages. 

787-1001 12 VDC, 2 A
787-1011 12 VDC, 4 A
787-1021 12 VDC, 6.5 A
787-1002 24 VDC, 1.3 A
787-1012 24 VDC, 2.5 A
787-1022 24 VDC, 4 A

ECO Power
Single-phase power supplies with a wide input  
voltage range and 24V output voltage.

787-712 24 VDC, 2.5 A
787-722 24 VDC, 5 A
787-732 24 VDC, 10 A

PRO Power
Single- and three-phase power supplies with 
a wide input voltage range and 12V, 24V or 
48V output voltages; also included are Power-
Boost, TopBoost and optional LineMonitor 
features. 
1-phase (with TopBoost and PowerBoost):  
787-819 12 VDC, 6 A
787-821 12 VDC, 10 A
787-831 12 VDC, 15 A
787-818 24 VDC, 3 A
787-822 24 VDC, 5 A
787-832 24 VDC, 10 A
787-834 24 VDC, 20 A
787-833 48 VDC, 5 A
787-835 48 VDC, 10 A
3-phase (with TopBoost and PowerBoost):
787-840 24 VDC, 10 A
787-842 24 VDC, 20 A
787-844 24 VDC, 40 A
787-845 48 VDC, 10 A
787-847 48 VDC, 20 A
3-phase (with TopBoost and PowerBoost,  
as well as LineMonitor): 

787-850 24 VDC, 10 A
787-852 24 VDC, 20 A
787-854 24 VDC, 40 A

EPSITRON® CLASSIC Power
Single-phase power supplies with wide input 
voltage range and 12V, 24V, 30.5V or 48V 
output voltages. 

787-601 12 VDC, 2 A
787-611 12 VDC, 4 A
787-621 12 VDC, 8 A
787-602 24 VDC, 1,3 A
787-612 24 VDC, 2,5 A
787-622 24 VDC, 5 A
787-632 24 VDC, 10 A
787-613 48 VDC, 1 A
787-623 48 VDC, 2 A
787-633 48 VDC, 5 A
787-692 AS-Interface, 30.5 VDC, 3 A
787-1675 24 VDC, 5 A  

(with integrated UPS charger 
and controller)
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EPSITRON® Uninterruptible Power  
Supplies (UPS)
Reliable compensation for longer power failu-
res via UPS charger, controller and connected 
battery modules

UPS charger and controller: 
787-870 24 VDC, max. 10 A
787-875 24 VDC, max. 20 A
787-1675 24 VDC, 5 A  

(with integrated UPS charger 
and controller)

Battery module (with built-in temperature 
sensor): 

787-876 24 VDC, 1.2 Ah
787-871 24 VDC, 3.2 Ah
787-872 24 VDC, 7 Ah
787-873 24 VDC, 12 Ah

Electronic Circuit Breakers

Configurable protection via 4-channel elec-
tronic circuit breakers, integrated current and 
voltage monitoring.

787-860 24 V DC, 4x6 A
787-861 24 V DC, 4x8 A, 

current-limited 

787-862 24 VDC, 4x 10 A
787-1664 24 VDC, 4 x 10 A  

(without Display)

787-1668 24 VDC, 8 x 10 A  
(without Display)

Capacitive Buffer Modules
Reliable operation in the event of short volta-
ge fluctuations via maintenance-free, capaci-
tive buffer modules.

787-880 24 VDC, max. 10 A  
for 400 ms

787-881 24 VDC, max. 20 A  
for 400 ms

Redundancy Modules
Parallel connection of power supplies for 
higher  
availability and load current via redundancy 
module.
787-885 24 VDC, 2x20 A 

or 1x40 A 

787-886 48 VDC, 2x20 A  
or 1x40 A

Rail-Mounted Modules - Constant Voltage Sources
289-907 24 VDC, 3 A  

Input 27 ... 35 VDC

288-800 24 VDC, 3 A  
Input 24 VAC +10 % 
50 Hz ... 60 Hz

288-801 24 VDC, 5 A 
Input  24 VAC +10 % 
electronic overload protection

Rail-Mounted Modules - Power Supplies
288-809 24 VDC, 0.5 A 

Input  AC 115 V ±10 %

288-810 24 VDC, 0.5 A 
Input 230 VAC ±10 %

288-808 12 VDC, 0.5 A 
Input 230 VAC ±10 %

288-813 24 VDC, 2 A 
Input 115 VAC ±10 %

288-812 24 VDC, 2 A 
Input 230 VAC ±10 %

288-814 ±12 VDC, 2 x 0.5 A 
Input 230 VAC ±10 %

288-815 ±15 VDC, 2 x 0.5 A 
Input 230 VAC ±10 %

288-816 ±15 VDC, 2 x 1 A 
Input 230 VAC ±10 %

Rail-Mounted Terminal Blocks with DC/DC Converter
859-801 DC/DC Converter 

24 VDC / 5 V, 0.5 A

859-802 DC/DC Converter 
24 VDC / 10 V, 0.5 A

859-804 DC/DC Converter 
12 VDC / 24 V, 250 mA

859-805 DC/DC Converter 
24 VDC / 12 V, 0.5 A

Rail-Mounted Modules - DC/DC Converter
289-913 24 VDC / 24 VDC; 

0.21 A

288-895 24 VDC / 18 VDC; 
0.4 A
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