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WINSTA® - Perfectly plugged!​

893 Series​
Pluggable Connectors, 2-Pole​	 189

893 Series​
T-Distribution Connectors, 2-Pole​	 191​

893 Series​
Snap-In Device Connectors, 2-Pole​	 190

893/894 Series, 0.8 mm Ø / 3 A​WINSTA® KNX​

894 Series​
Cable Assemblies, 2 x 0.8 mm Ø	 192 – 193

Note:	 - Installation connectors are designed for connection and disconnection while not under load.
	 - �There is no hazard-inducing interchangeability with systems based on IEC 60309, IEC 60320,  

IEC 60906 and with national connector and socket systems.  
	 - �Compliance with the standards (IEC 61535) does not guarantee hazard-avoiding, non-interchange-

ability with installation connector systems from various manufacturers.
	 - �Installation connector systems are not a substitute for residential connector/socket systems.

	 - �WINSTA® KNX connectors are not intended for installation in open or easily accessible areas.
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Preparation​

Handling WINSTA® KNX, 893 Series​

Strain relief assembly​

Snap wired connector into strain relief housing.​ Press strain relief firmly on the cable.​ Pre-assembled KNX connector.​

To disconnect, open clamping unit via purple actuator and 
pull out conductor.​

Push conductors until they hit backstop.​

Insert stripped conductor directly into the conductor entry .Prior to termination, pull the strain relief housing over the 
cable.​

1. Strip length, outer insulation:        = 23 mm​
2. Strip length                                  =  9 mm​

Conductor termination

Conductor termination​
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WINSTA® - Perfectly plugged!​

0.8 mm Ø
50 V/0.8 kV/3​
IN 3 A

l  9 mm / 0.35 in​
1 Approvals 

0.8 mm Ø
50 V/0.8 kV/3​
IN 3 A

l  9 mm / 0.35 in​
1 Approvals 

Pluggable connectors, 2-pole, 
with spring clamp connection​

Socket with strain relief housing, 
5 – 7 mm cable diameter  2

	 green	 893-1002	 50

Special coding:​

	 light gray	 893-1022	 50

Plug with strain relief housing, 
5 – 7 mm cable diameter  2

	 green	 893-1012	 50 

Special coding:​

	 light gray	 893-1032	 50

1	 For “International Certification Organizations” and 
“Approvals – User Guide,” see pages 240 to 243.

2	 2Y(ST)2x(2x0.8)

	 green​	 Coding E​	 (1+  2–)​
	 light gray​	 Coding F​	 (1+  2–)​
	
For coding information, see pages 224 to 226.
Fire load data available upon request.

Sockets and Plugs, 2-Pole​WINSTA® KNX​

Color​	 Item No.​	 Pack. Unit​Color​	 Item No.​	 Pack. Unit​Description​

Info​ Dimensions​
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0.8 mm Ø
50 V/0.8 kV/3​
IN 3 A

l  9 mm / 0.35 in​
1 Approvals 

0.8 mm Ø
50 V/0.8 kV/3​
IN 3 A

l  9 mm / 0.35 in​
1 Approvals 

Snap-in connectors, 2-pole, 
with spring clamp connection, 
T-distribution connectors

Socket, 
for KNX applications​

	 green​	 893-2002	 50

Special coding:​

	 light gray​	 893-2022	 50

Plug, 
for KNX applications​

	 green​	 893-2012	 50

Special coding:​

	 light gray​	 893-2032	 50

Snap-In Sockets and Plugs, 2-Pole​WINSTA® KNX​

Color​	 Item No.​	 Pack. Unit​Color​	 Item No.​	 Pack. Unit​

1	 For “International Certification Organizations” and 
“Approvals – User Guide,” see pages 240 to 243.

	 green​	 Coding E​	 (1+  2–)​
	 light gray​	 Coding F​	 (1+  2–)​
	
For coding information, see pages 224 to 226.
Fire load data available upon request.

Cutout dimensions​

Plate thickness: 0.5 – 2 mm​
Cutout tolerance: + 0.1 mm​

Description​

Info​ Dimensions​
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50 V/0.8 kV/3​
IN 3 A

1 Approvals 

50 V/0.8 kV/3​
IN 3 A

1 Approvals 

T-distribution connector, 1 x plug / 2 x socket,  
for KNX applications​

	 green	 893-1606	 25

T-distribution connector, 1 x plug / 2 x socket, 
with special coding​

	 light gray	 893-1656	 25

WINSTA® - Perfectly plugged!​

Color​	 Item No.​	 Pack. Unit​Color​	 Item No.​	 Pack. Unit​

T-Distribution Connectors, 2-Pole​

Dimensions​

“Flying leads” using a T-distribution connector​
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PVC​	 UNITRONIC BUS EIB 2x2x0.8

50 V/0.8 kV/3​	 IN 3 A

1 Approvals 

	 Coding E, 
for KNX applications​
	 PVC

1 m​	 894-8992/033-106

3 m​	 894-8992/033-306

5 m​	 894-8992/033-506

Length​	Item No.

	 Coding E, 
for KNX applications​
	 PVC

1 m​	 894-8992/133-106

3 m​	 894-8992/133-306

5 m​	 894-8992/133-506

Length​	Item No.

	 Coding E, 
for KNX applications​
	 PVC

1 m​	 894-8992/233-106

3 m​	 894-8992/233-306

5 m​	 894-8992/233-506

Length​	Item No.​
	

Interconnecting cable, socket – plug​

Connecting cable, socket – free end​

Connecting cable, plug - free end​

Info​

1	 For “International Certification Organizations” and 
“Approvals – User Guide,” see pages 240 to 243.

	
	 For halogen-free cables, please contact factory.

2	� Cable core assignment, coding F: 
yellow	 1+

	 white	 2–

	 green​	 Coding E​	 (1+  2–)​
	 light gray​	 Coding F​	 (1+  2–)​
	
For coding information, see pages 224 to 226.
Fire load data available upon request.

Cable Assemblies, 2 x 0.8 mm ØWINSTA® KNX​

1+​
2–​

2– 
1+​
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PVC​	 J-Y(ST)Y...LG 2x2x0.8

50 V/0.8 kV/3​	 IN 3 A

1 Approvals 

	 Coding F,  2 

for standard fieldbus applications​
	 PVC

1 m​	 894-8992/033-107

3 m​	 894-8992/033-307

5 m​	 894-8992/033-507

Length​	Item No.​
	

	 Coding F,  2 

for standard fieldbus applications​
	 PVC

1 m​	 894-8992/133-107

3 m​	 894-8992/133-307

5 m​	 894-8992/133-507

Length​	Item No.​
	

	 Coding F,  2 

for standard fieldbus applications​
	 PVC

1 m​	 894-8992/233-107

3 m​	 894-8992/233-307

5 m​	 894-8992/233-507

Length​	Item No.

Interconnecting cable, socket – plug​

Connecting cable, socket – free end​

Connecting cable, plug - free end​

WINSTA® - Perfectly plugged!​

1+​
2–​

2– 
1+​


